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Vegetation
Cut back the existing Laurel
hedge to the highway boundary
adjacent to 46 & 48.

Vegetation
Cut back the existing overgrown hedge back
to the highway boundary.

Relocate existing lamp column in to the verge
to the rear of the footway.

Vegetation
Cut back the existing overgrown
hedge back to the highway boundary.

Relocate existing lamp column in to
the verge to the rear of the footway.

Dropped crossing
Construct a new tactile dropped crossing on
both the north and south side, adjacent to the
lamp column (south side).

Siding out
Side out the entire footway edge from
Speen Lane to rear of Speen Hill Close.

Siding out
Side out the entire footway from Speen
Lane to rear of Speen Hill Close.

Kerbs
Remove existing dropped crossing
and lay new HB2 kerbs.

Footway widening
Increase footway width by removing some of
the existing grass verge. Lay new EF edging.

Double yellow lines
Remove the existing parking bay and
lay new double yellows as shown

Footway
Remove existing footway binder and surface
course and then lay new. Remedy any
existing utility trenches or inadequate footway
construction with type 1 material.
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Vegetation
Cut back the existing Laurel
hedge to the highway boundary
adjacent to 46 & 48.

Vegetation
Cut back the existing overgrown hedge back to
the highway boundary.

Relocate existing lamp column in to the verge
to the rear of the extended footway.

Vegetation
Cut back the existing overgrown hedge back
to the highway boundary.

Relocate existing lamp column in to the verge
to the rear of the footway.

Kerbs
Remove existing defective
kerbs and lay new HB2 kerbs.

Kerbs
Remove existing defective
kerbs and lay new HB2 kerbs.

Kerbs
Remove existing defective
kerbs and lay new HB2 kerbs.

Kerbs & Footway
Remove existing defective kerbs and lay new HB2 kerbs.

Increase footway width to 2m by removing the existing grass verge. Lay new EF
edging.

Remove existing footway binder and surface course and then lay new. Remedy any
existing utility trenches or inadequate footway construction with type 1 material.

Dropped crossing
Create new tactile crossing with increased
visibility of oncoming vehicles from Speen Lane.

Remove existing drop kerb crossing and replace
with HB2 kerbs.

Existing dropped kerb & footway
Use existing dropped kerb as a cycle entry/exit ramp
on to Speen Lane.

Widen the existing footway to 3m wide between
Speen Lane and Goldwell Park. Relocate existing
wooden bollards.

Footway
Remove existing footway binder and surface course and
then lay new. Remedy any existing utility trenches or
inadequate footway construction with type 1 material.

Footway
Remove existing footway binder and surface
course and then lay new. Remedy any
existing utility trenches or inadequate footway
construction with type 1 material.

Footway
Remove existing footway binder and
surface course and then lay new.
Remedy any existing utility trenches or
inadequate footway construction with
type 1 material.

Crossing
Upgrade existing central island to a
pedestrian refuge as per SD/110/8.
2m wide refuge with tactile dropped
crossings on both sides.

Embankment
Side out the existing overgrown vegetation to the
back of the footway.
Lay new EF edging with 100mm upstand to
prevent vegetation from encroaching in the future.
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Key

RESURFACED FOOTWAY

TACTILE PAVING

FOOTWAY SIDING OUT

PROPOSED RETAINING SLAB WALL

NEW KERBS (see type in drawing)

LAMP COLUMN RELOCATION

CYCLE SYMBOL (TSRGD dia. 1057)

Notes
1. DO NOT SCALE FROM THIS DRAWING.

2. ALL DIMENSIONS ARE SHOWN IN METRES UNLESS SHOWN
OTHERWISE.

3. THIS DRAWING SHOWS A PROPOSED FEASIBILITY OPTION
AND IS SUBJECT TO CHANGE.

4. WBC STANDARD DETAILS MUST BE ADHERED TO AT ALL
TIMES UNLESS SPECIFIED BY THE OVERSEEING
ORGANISATION.

5. PRIOR TO ANY EXCAVATIONS THE CONTRACTOR WILL
ESTABLISH THE LOCATION OF EXISTING UTILITY SERVICES.
THE CONTRACTOR SHOULD UNDERTAKE THEIR OWN UTILITY
SEARCHES.
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